A precise predictive model is important for obtaining a clear understanding of the changes in dissolved oxygen content in crab ponds. Highly accurate interval forecasting of dissolved oxygen content is fundamental to reduce risk, and three-dimensional prediction can provide more accurate results and overall guidance. In this study, a hybrid three-dimensional (3D) dissolved oxygen content prediction model based on a radial basis function (RBF) neural network, K-means and subtractive clustering was developed and named the subtractive clustering (SC)-K-means-RBF model. In this modeling process, K-means and subtractive clustering methods were employed to enhance the hyperparameters required in the RBF neural network model. The comparison of the predicted results of different traditional models validated the effectiveness and accuracy of the proposed hybrid SC-K-means-RBF model for three-dimensional prediction of dissolved oxygen content. Consequently, the proposed model can effectively display the three-dimensional distribution of dissolved oxygen content and serve as a guide for feeding and future studies.
Introduction
Dissolved oxygen content plays a vital role in aquatic ecosystems because it has a substantial influence on water quality management, feed consumption, and energy expenditure [1] . Proper control and management of dissolved oxygen content in crab pond aquaculture is crucial for the developing crabs and has a significant impact on the quality and quantity of the final product [2] . An inappropriate dissolved oxygen content can cause crab hypoxia and even more severe disease [3] . Therefore, establishing an efficient and accurate model for predicting dissolved oxygen content in crab aquaculture is important to provide a basis for water quality control and reduce aquaculture risk. Liu et al. and Yu et al. built dissolved oxygen content prediction models based on the machine learning method, which achieves time dimension forecasting without considering three-dimensional prediction [2, 3] . However, a three-dimensional prediction model for dissolved oxygen content can reveal changing trends and provide the dissolved oxygen content prediction because aquaculture water is an open, nonlinear, dynamic and complex system [3] . Therefore, RBF was selected as a three-dimensional model for dissolved oxygen prediction. RBF-based spatial interpolation involves the optimal estimation of parameters: numbers of hidden nodes, the hidden layer's center value and width, and the link weight. The number of hidden nodes and center value have typically been considered difficult to determine in radial basis function neural networks [24] . To improve the accuracy, Liu Sicong adapted the integrated RBF neural network for spatial data interpolation of lead content [25] . I-Cheng Yeh et al. concluded that both MLP and RBF have advantages and disadvantages in spatial interpolation, and neither MLP nor RBF can easily construct a model with sufficient accuracy to fit a plane-peak hybrid surface. Thus, they combined MLP and RBF and proposed a hybrid neural network with both sigmoid and Gaussian functions as the hidden layer. However, these previous studies have neglected the question of how to determine the hidden layer nodes and center value in the RBF spatial interpolation method. In this study, SC-K-means-RBF 3D spatial interpolation of dissolved oxygen content in aquaculture ponds is presented. The fundamental process of the SC-K-means-RBF 3D spatial interpolation is as follows: first, the initial cluster center C S and cluster number N S of the sampling data are calculated with subtractive clustering; second, based on the initial cluster center C S and cluster number N S , the ideal cluster center C is obtained by K-means clustering; and finally, the dissolved oxygen content values of all points in the entire aquaculture pond can be interpolated by using the obtained parameters to design the radial basis neural network and then a 3D model of the dissolved oxygen content of the aquaculture pond.
The remainder of this paper is structured as follows. Section 2 describes the basic methodology. Section 3 presents the parameter selection of RBF with the SC-K-means method and the overall description of the three-dimensional prediction of dissolved oxygen content. Section 4 provides the prediction results of the hybrid method and the three-dimensional model performance. Section 5 gives the conclusions from this research and suggests directions for future research.
Methodology

Standard RBF neural network
The RBF neural network, which was presented by C. Darken and J. Moody in 1989, is one of the most widely used neural network models [26] . This neural network has an uncomplicated structure with three layers: the input layer, the hidden layer, and the output layer, as shown in T . The input data are transmitted to the hidden unit by the input unit [27] . The hidden unit response for the input data consists of local activation functions [25] . The response has the following form:
where φ i denotes the ith hidden unit's response, x j is the jth input data, c i denotes the center of the ith unit, φ(x) denotes the activation function, n denotes the hidden node's number, and ||x j −c i || denotes the Euclidean norm. There are different types of functions φ(x) that satisfy the definition, and the Gaussian function has the following form:
where σ denotes the hidden layer's width, which can be calculated by
where d max denotes the maximum distance between hidden nodes, and n denotes the number of hidden nodes. For the output layer, there is a linear relationship between the hidden layer and output layer, which can be defined as follows:
where w i denotes the connecting weight value of the ith hidden units and the output unit. The training of RBF neural networks is a process of estimating the above parameters, namely the number of hidden nodes n, the center value of the hidden nodes c, the width σ, and the link weight w i [27] . Commonly, two-staged learning strategies are used to determine the parameters. In the first stage, the widths and the correct values of the centers are calculated by using the K-means clustering method, and in the second stage, the least squares method is used to calculate the connection weights, which is a standard process [28] .
K-means clustering
Clustering is a process in which sampling data can be divided into many different groups so that each group has some common characteristics [29] . Clustering methods include the Kmeans clustering algorithm, the multiple kernel K-means clustering algorithm, hierarchical algorithms, and the combined cluster and discriminant analysis method. The K-means algorithm is a practical and classic method of clustering [30] . Hierarchical algorithms are usually used as a baseline or to optimize the base clustering algorithm; these algorithms are computationally intensive and cannot be used for large-scale calculations [31] . The multiple kernel Kmeans clustering algorithm is an optimized method of the basic K-means algorithm. The combined cluster and discriminant analysis (CCDA) method can search for homogeneous groups and show exactly whether further separation is needed with the difference values attributed to each grouping [32] . Compared to the above methods, the K-means clustering algorithm is simple and effective. Hence, the K-means algorithm was chosen to calculate the hidden nodes of the RBF. The aim of K-means is to obtain K cluster centers in the sampling data to minimize the sum of the square distance between every datum point X i and its nearest center [33] . A randomly selected initial K-center and the value of K are required for the K-means clustering algorithm. Let X = {x i |i = 1, . . ., n} be a sampling data set, C = {c i |i = 1, . . ., k} be a set of K centers selected from X, and M k = {m i |i = 1, . . . m} be a set of samples that belong to the K th cluster [34] . The sampling data are assigned to one of the K clusters based on the minimum value of the distance d(x i , c i ) between the clusters and the sampling datum point. The distance d(x i , c i ) is given by the following:
where ||.|| denotes the Euclidean distance between a sampling data x i and its cluster center c j . Then, the new cluster centers are calculated according to the following:
where m denotes the number of data items belonging to the j th cluster. This process is repeated until there is no change in the cluster centers. Obviously, a fundamental disadvantage of Kmeans is that the result of clustering depends on the choice of the initial cluster centers. If the number of cluster centers is over-forecast, fictitious classes will be generated. If a low number of cluster centers is chosen, the quality of the resulting clustering will decrease for different merged classes [31] . Thus, the subtractive clustering method was selected to optimize the Kmeans algorithm in this study.
Subtractive clustering
Subtractive clustering was developed to overcome the limitations of the momentum method [35] . The basic idea of subtractive clustering is to determine the center of the cluster according to the data density of each sampling point. Each of the sampling points is assumed to be a potential cluster center, and for input vectors (X 1 , X 2 , Á Á Á, X m ) belonging to the n dimension, the data density of each vector has the following form [36] :
where D i denotes the density, m denotes the amount of sampling data, α denotes the adjacent field next to this point and is a positive constant, and ||.|| denotes the Euclidean distance. Commonly, the value of D i will be higher if a datum point X i has more data around it than other datum points. The datum point X to calculate the new density values of the second cluster center as follows:
To avoiding closely clustered centers, β often equals 1.5 Ã α. Therefore, when X Ã 1 is closer to the first cluster center of the points, its density value is lower. After revising the density of each datum point, the second cluster center can be determined, and the density of each datum point can be revised again. The above process is repeated until a condition δ is satisfied, which is defined as follows:
where δ is a significance factor for the results of clustering; if the value of δ is too small, there will be many cluster centers, and if the value of δ is too large, the cluster centers will be too numerous.
Software
All algorithms used in this study for dissolved oxygen content 3D prediction were programmed in MATLAB 9.0. The method package included the Kriging tool box. The experiment was conducted on a 2.50 GHz Core 5 CPU personal computer with 4.0G memory using Microsoft Windows Sever 2007 edition.
Parameter selection for RBF with the SC-K-means method
In the RBF interpolation problem, four parameters of the RBF neural network must be determined. Researchers have proposed many training methods to calculate the proper parameters of the RBF neural network. However, most available methods do not provide any rational means of calculating the hidden nodes n. The number of hidden nodes determines the accuracy and generalizability of the RBF interpolation [37] . When the RBF network has a large number of hidden units, it can attain zero errors. However, when the applications have excessive sampling data, the size of the network will become impractically large and have poor generalizability. By contrast, when the RBF neural network is small, the errors will increase despite better generalizability. Therefore, the calculation of n is an important factor for the design of RBF interpolation. The trial-and-error method is commonly used to determine the proper number of hidden units, but it cannot guarantee the best results and may also be a waste of time.
In the radial basis function neural network, the numbers of hidden nodes and center value are normally considered difficult tasks to design. To achieve the best result for selecting the proper number of hidden nodes for the RBF interpolation model, an integrated RBF interpolation method that combines subtractive clustering, K-means, and RBF is proposed and named SC-K-means-RBF. The detailed explanation of the process is as follows (Fig 2) :
Step 1. Initialize the RBF neural networks, and then calculate the density of each datum point.
Step 2. The initial cluster center C S and cluster number N S of the sampling data can be calculated with the subtractive clustering method.
Step 3. Based on the initial cluster center C S and the number of clusters N S , the ideal cluster center C can be obtained by K-means clustering (e.g., let the parameter K of K-means clustering equal N S and C S be the initial cluster center C c of the K-means cluster).
Step 4. Then, the value of σ can be obtained from the value of w i using least squares.
Step 5. Let n equal K, and c equal C c ; then, the four parameters of RBF can be obtained.
Experimental results and analysis
Data acquisition and preprocessing
The data used in this study were collected from an aquaculture pond located in Gao Cheng (119.79˚E, 31.48˚N), Jiangsu Province, China. The pond is located in the south of Gehulake and has a relatively good spatial environment. The aquaculture pond is 45 meters wide and 130 meters long. The pond is rectangular. The aquaculture pond is open-air. In this area, ponds are close together in a row. In this study, we collected data in two ways: a digital wireless monitoring system and a handheld device. The digital wireless monitoring system comprises three major parts: the water sensors and weather sensors, the transport devices and the application terminal devices (Fig 3) . All gathered sensor data are transported to the application layer for data acquisition, intelligent information processing, and logical operation by the transport device.
The details of the device types and accuracy are shown in Table 1 . Forty-one positions regularly distributed in the aquaculture pond were selected as the sampling points. The black points represent the aquaculture dissolved oxygen content data collected using the handheld device. The white points represent the aquaculture dissolved oxygen content as measured by the digital wireless monitoring system (Fig 4A) .
The four monitoring devices were regularly placed in the aquaculture pond one meter below the water surface, and the dissolved oxygen content and temperature data were collected every 10 minutes. The handheld instrument was used to collect the dissolved oxygen content data for sampling points 1 to 9 at three different depths (0.4 m, 1.0 m, and 1.6 m) in the water, but a depth of only 0.2 m was used to collect data for sampling points 10 to 19 (Fig 4B) . The sampling of dissolved oxygen content using the handheld device was completed within 40 minutes. The data files included the sampling time, the three-dimensional coordinates of the sampling point in the aquaculture pond, and the dissolved oxygen content value. The automatic Meteorological Station was placed beside the aquaculture pond and used to sample the meteorological data. The file for the meteorological data included the sampling time, rainfall, wind speed, wind direction, solar radiation, air temperature, air humidity, and atmospheric pressure. For this study, data samples were collected from June 23, 2015, to July 13, 2015. A total of 21 days of aquaculture dissolved oxygen content data were collected using the four monitoring devices and the one handheld instrument. To ensure the integrity of the experiment, dissolved oxygen content data were collected during different types of weather (sunny, cloudy, rain, etc.). Sixty-one samples were selected within one hour between 7:00 and 8:00 on July 6, 2015, to build the three-dimensional model of dissolved oxygen content in the aquaculture pond. Fifty-one samples were used to design and train the model; the remaining ten samples were used to compare the performance of the existing RBF interpolation model and the proposed SC-K-means-RBF interpolation model.
Description of the overall three-dimensional prediction model
In the RBF neural network, the input data X are a 4-dimensional vector, X = [
For the RBF spatial interpolation of the dissolved oxygen content of the aquaculture pond, x 1 denotes the sampling time, and x 2 , x 3 , x 4 denote the three-dimensional coordinates of the sampling points in the aquaculture pond. The output data y denote the dissolved oxygen content. To generate the horizontal and vertical dissolved oxygen content distributions, the breeding ponds were evenly divided between the horizontal and vertical planes. The details of the horizontal level dissolved oxygen content distribution are as follows (Fig 5) . First, the water depth z and time t were set, and then 50 Ã 50 (t, x, y, z) coordinates position were generated at time t and the z-depth. Second, 250 coordinates were selected, and the SC-K-means-RBF model was used to predict the dissolved oxygen content value. Finally, the MATLAB toolbox was used to complete the horizontal prediction display. 
Three-dimensional prediction of dissolved oxygen content
Interpolation accuracy evaluation. To verify the interpolation performance of the proposed SC-K-means-RBF model, 61 datum points from the sampling data set taken between 7:00 and 8:00 on July 6 were selected to train and test the interpolation model. The first 51 data values were used for model training, and the remaining 10 data sets were used for model testing. The forecasting results showed that the proposed SC-K-means-RBF had good forecasting performance (Fig 6) . The SC-K-means-RBF model had a very small root mean square error (RMSE) and MAE during the training and testing stage. In addition, the results showed consistently good correlation throughout training (>0.93) and testing (>0.81), as shown in Table 2 .
Comparing the three figures, the standard RBF interpolation method with ten hidden units had nearly the same interpolation effect as the proposed method. The importance of the number of hidden units in the RBF interpolation method is illustrated in Fig 7. Although the proper number of hidden units in the RBF interpolation can be obtained with trial-and-error, which has a smaller RMSE value and almost the same forecasting accuracy as the proposed interpolation method, it is not a practical interpolation method for 3D modeling of dissolved oxygen content in an aquaculture pond. The standard RBF interpolation method would be a waste of time and would not guarantee the accuracy of the 3D model due to the abundance of data. The validity, stability, and accuracy of the proposed 3D interpolation modeling method are thus clearly demonstrated. Therefore, the SC-K-means-RBF interpolation was chosen as the method for constructing a 3D model of dissolved oxygen content in the aquaculture pond.
To analyze the forecasting capacity of the hybrid model based on SC-K-means-RBF, the standard RBF, inverse distance weighted (IDW) and Kriging with variography methods were selected for comparison. The variogram is a basic tool for the Kriging method to describe the spatial autocorrelation structure of the explored variable and obtain the weights. The spherical function was selected as the Kriging variogram function in this study. The variogram analysis had a basic lag distance of 100 m and lag distance number of 20 units. To analyze and evaluate the prediction performance of the presented model for dissolved oxygen content, the testing samples were used for validation. The RMSE, mean absolute error (MAE), coefficient of correlation (R) and Willmott index of agreement (D) of the training and testing results were used to evaluate the forecasting capacity of the four models shown in Table 2 . The performance indexes were calculated from the following equations:
where X i is a real value, X Ã i is the forecast value of the interpolation method, and N denotes the number of test data. The model with the smallest values of RMSE and MAE is the best. In addition, a value of the coefficient of correlation R to one indicates a better fit.
The RMSE and MAE of the proposed SC-K-means-RBF interpolation method were 0.4929 and 0.3484, respectively, and this method had the lowest RMSE and MAE values compared with the other three methods in Table 2 Tables 3 and 4 .
The proposed SC-K-means-RBF network was trained using the sampling data in Table 3 . Interpolation values of all points in the space of the aquaculture pond were generated using the trained model. Then, the 3D model of the dissolved oxygen content in the aquaculture pond was built. Additionally, the introduction of the time parameter revealed changes in the dissolved oxygen content in the aquaculture pond over time in the 3D model.
Horizontal forecast presentation.
In the aquaculture pond, the dissolved oxygen content distribution is uneven. At the same level, the distribution of dissolved oxygen is affected by wind speed, pond boundaries, and other factors. The data were taken from one meter below the surface of the water at 7:20 on July 6, 2015. The color change from yellow to blue denotes that the concentration of dissolved oxygen content changed from high to low. Dissolved oxygen was low at the uptake and high at the downcomer. Dissolved oxygen was relatively high at the leeward edge of the pond. Therefore, point B had a low level of dissolved oxygen content, and point A had a high level of dissolved oxygen content (Fig 8) . Three-dimensional prediction. In the vertical direction, the color change from yellow to blue denotes that the depth of dissolved oxygen content of 2 mg/L changed from deep to shallow. At point C of the aquaculture pond, the dissolved oxygen content reached 2 mg/L at a low depth; however, at point D of the aquaculture pond, the dissolved oxygen content reached 2 mg/L at a relatively shallow depth, close to the water surface (Fig 9) . These observations indicate that there was more dissolved oxygen content in the C direction of the aquaculture pond and less dissolved oxygen content in the D direction of the aquaculture pond. The dissolved oxygen content gradually decreased as the depth increased.
We analyzed the distribution of dissolved oxygen content in the aquaculture pond in connection with the meteorological data in Table 3 . The wind direction was 260.12˚, as shown in Table 4 , indicating that the wind was blowing from the southwest to the northeast at 7:20 on July 6, 2015. The general direction of the wind is marked in Figs 8 and 9 . The general direction from point B to point A in Fig 8 and point D to point C in Fig 9 is similar direction to the wind direction, as shown in the two figures. Therefore, it can be concluded that the 3D and 2D distributions of dissolved oxygen content in the aquaculture pond are correlated with the wind direction.
Conclusion
The SC-K-means-RBF model is a three-dimensional spatial interpolation method based on RBF incorporating subtractive clustering and K-means for dissolved oxygen content prediction and display. The method can identify changing trends and provide guidance for aquaculture. The SC-K-means-RBF interpolation method, which has a clear principle and simple structure, provides a simple method for 3D modeling the spatial distribution of dissolved oxygen content in an aquaculture pond. Combining the subtractive clustering method and Kmeans clustering method increases the accuracy of obtaining the number of hidden units for the RBF neural network. The results illustrate the validity of the proposed SC-K-means-RBF interpolation method by comparing the RMSE and MAE values of the proposed method with the standard RBF interpolation method. For example, the standard RBF interpolation achieves RMSE values from 0.5344 to 0.7022 with different hidden units, and the proposed SC-K-means-RBF interpolation method achieves lower RMSE values. The comparison of the prediction results of different traditional models validated the effectiveness and accuracy of the proposed hybrid SC-K-means-RBF model for the three-dimensional prediction of dissolved oxygen content.
The proposed SC-K-means-RBF interpolation was then applied to analyze the distribution of dissolved oxygen content in the aquaculture pond in connection with meteorological data. The analysis showed that the 3D and 2D distributions of dissolved oxygen content in the aquaculture pond were correlated with wind direction. Therefore, the proposed SC-K-means-RBF interpolation method is an effective alternative to the existing method. The general direction of point B to point A and point D to point C is not identical to the wind direction, as indicated in Figs 8 and 9 . This observation may be due to a lack of meteorological parameters in the input layer of the proposed RBF spatial interpolation method. In future studies, other essential parameters could be added to improve the accuracy of the model. Additionally, the threedimensional distribution of dissolved oxygen can provide a reference for feeding strategies, as the oxygen solubility can affect feeding. 
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